F.AP.| TOTAL {SHEET
TYPICAL SECTIONS
17 16-T CARROLL AT 5

¢ SURVEY & CONSTRUCTION

SEE DETAIL A FED. ROAD DIST. NO. |ILLINOIS!FED. AID FROJECT

CONTRACT NO. 64897
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FSV SISO ~ SUPERPAVE, MIX "C7, N50, 15" Ny g
GO A (112 LBS/IN/SY) R
~— - LEVELING BINDER (MACHINE METHOD),
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PLACEMENT 47 EXISTING PCC PAVEMENT, 6
STRIP REFLECTIVE CRACK CONTROL ’ )
o PAINT PAVEMENT MARKING LINE 4%, WHITE (SOLID) - 30 407, 40
@ LOW SIDE - 4% OR SE.
WHICHEVER IS GREATER EXISTING BITUMINOUS SHOULDER - TO BE REMOVED
@ HIGH SIDE - 87 MAX. BITUMINOUS CONCRETE BASE COURSE WIDENING, SUPERPAVE, 9"
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PROPOSED EAP ROUTE 17 (US52/IL64) ~2
STATION 1432+00.60 TO STATION 1434+40.60 SE TRANSITION LT & RT EARTH SHOULDER ™
STATION 1434+40.60 TO STATION 1436+24.32 FULL SE LT
STATION 1434+40,60 TO STATION 1436+50.32 FULL SE RT S
STATION 1438+04.57 TO STATION 1441+89.27 FULL SE LT iz LRes /%
STATION 1438+05.66 TO STATION 1441+89.27 FULL SE RT
STATION 1441489.27 TO STATION 1444+29.27 SE TRANSITION LT & RT PR ﬁ%fgﬁﬁTENggRﬁﬁEE COURSE,
W12 1 BS/T/S VY ' * TRANSITION EARTH SHOULDER
«+ NORTHBOUND NO PASSING ZONE STA. 1432+00.60 TO 1438+27.37 FROM 0° TO 4'-
AGGREGATE SHOULDER,
TYPE B, 87
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PAINT PAVEMENT MARKING LINE 4%,

BITUMINOUS CONCRETE SURFACE ¢ E, YELLOW (SKIP-DASH AND/OR SOLID)
SUPERPAVE, MIX “C”, N50, 1/

(112 LBS/IN/SQ YD)

LEVELING BINDER (MACHINE METHOD)

SUPERPAVE N50, 1" MIN VAR.

{112 LBS/IN/SQYD)

~- EXISTING BITUMINOUS OVERLAY, 6"+

EXISTING PCC PAVEMENT, 6"

~—-STRIP REFLECTIVE CRACK CONTROL TREATMENT -

-EXISTING BITUMINOUS SHOULDER ~ TO BE REMOVED
O — BITUMINOUS CONCRETE BASE COURSE WIDENING, SUPERPAVE, 9"

AGGREGATE BASE COURSE, TYPE A, 12”
INCIDENTAL BITUMINOUS SURFACING 3"

TO BE PLACED IN TWO LIFTS. (112 LBS/IN/SQYD)

PROPOSED FAP _ROUTE 17 (US52/1L64)

STATION 1436+24.32 TO STATION 1438+04.57 FULL SE LT
STATION 1436450.32 TO STATION 1438+05.66 FULL SE RT

NOTE:

PAVING SHALL BE COMPLETED USING ALTERNATE
LANE CLOSURES SO THAT PAVING OPERATIONS
¥|$\‘N l\é?[T RESULT IN A DROP OFF OF GREATER
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